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Glasgow Harbour Project Lot 1, Glasgow

5

Ballylumford Power Station Enabling Works, Ballylumford

Drainage & Landfill

Description :

Road and infrastructure works for
future development at Glasgow
Harbour. Retaining wall
construction and resurfacing works

at Castlebank Street

Client : Glasgow Harbour Ltd
Value : £2m

Bellshill

Description :

Design  and Build  Contract
consisting of 1.5 Km of dual
carriageway and 1 Km single
carriageway with 8 new
roundabouts to open up old
industrial site for development.
Service diversions and re-routing of
existing roads are required at each
end

Client : Lanarkshire Development
Agency

Value : £8m

Description :

Subcontract with Enel Power to carry
out site preparation for new power
station. Works included bulk excavation
of 175,000 m3 together with 12,000m3
of reinforced concrete and 15,000m3 of
rock excavation. The excavation into
the sloping site formed a steep bank
which had to be stabilised with 1810 Nr
40mm Dia. rock anchors. The total area
of bank stabilised was 4,200 m2.

Client : Enelpower
Value : £2.7m
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Knock Valley Relief Sewer, Belfast

Description :

Design and construction of : 4300m of
Gravity Sewer along disussed Railway
to Sydenham  Tunnel including
trenchless laying at road, bridge and
river crossings. Existing flows along
route to be picked up. 2000m of
Pumping Main from Comber Road PS
to Gravity Sewer break pressure tank.
1000m of Gravity Sewer from Upper
Newtownards Road PS to Comber
Road PS.

Client : DRD (NI) Water Service
Value : £3.6m

Larne Town Sewer Improvements Contract 1 Sewers, Larne

Description :

Works involved the upgrading of the
sewerage system within Larne
Town.  Works included the
construction of 3m diameter tank
sewers, sewer ugrading in diamters
up to 675mm Diamter. Watermain
within the town was also upgraded.

Client : DRD (NI) Water Service
Value : £3.3m

Fraserburgh Link Sewers - Lackie Head Pumping Station, Fraserburgh

Description :

A pumping station formed by two
9m diameter shafts, 8m & 3m deep,
a control building, a short sea outfall
and sewers and pumping mains.
There are 800m of sewers and
2600m of pumping mains

Client : Scottish Water
Value : £1.7m
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Dalmarnock to Daldowie Sludge Pipeline, Glasgow

Description :

7.7 km of 400mm ductile iron
sludge pumping main including four
crossings of the River Clyde, of
which one is by pipe jacking from
16m deep shafts, another pipejack
below a railway line and a 100m
long tunnel.

Client : West of Scotland Water
Value : £3.5m

Greenock/Port Glasgow Intercepting Sewers Phase 4, Greenock

Description :

1800m of new intercepting sewer,
with 1150m in a 1200mm final
diameter tunnel and 650m of
900mm diameter sewer. There are
12 shafts on the tunnel section and
8 manholes on the sewer. Also
included are two storm tanks each
formed from 150m of large diameter
sewers and the reconstruction of a
storm overflow to the River Clyde.

Client : West of Scotland Water
Value : £3.5m

Tullyvar Landfill Disposal Site, Aughnacloy

Description :

Design and Construction of Landfill
in former quarry involving 55,000m3
of rock excavationffilling to take a
bentonite liner plus 73,000m3 of a 2
mm thick HDPE membrane lining
system with drainage and leak
detection layers.

Client : Dungannon & Omagh
District Councils

Value : £1.4m



